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Document Change History

This section identifies all changes that have been incorporated into the Cisco Wireless
LAN Client Setup Procedures since the original version.

Date Version Number Change Description
March 5, 2003 1.0 Original Version
March 11, 2003s 1.1 Update section 2.2,

“Installing the Driver for
Windows 2000 and section
5.2.3, “User removes the
drivers and can’t reinstall

them”,
March 31, 2003 1.2 Remove production SSID
and update driver paths.
April 2, 2003 1.2.1 Update Troubleshooting
section 5.2.2, step 3.
April 8, 2003 1.3 Add Troubleshooting

section 5.2.1, “User can
authenticate through
wireless LAN but cannot
access the Internet or
network”.

September 25, 2003 2.0 Update procedures for
wireless consolidation.
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“Wireless LAN Setup
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Cisco Wireless LAN Client
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October 24, 2003 2.1 Update “Introduction”,
“Wireless Authentication
Overview”, and “Installing
the ACU for Windows NT”.

Delete outdated
information.
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1 Introduction

The National Institutes of Health (NIH) provides wireless access to NIH local area
networks (LANS) at the Bethesda campus and certain off-campus locations. A wireless
LAN is a flexible data communications system implemented as an extension to, or as an
alternative for, a wired LAN. Using radio frequency (RF) technology, wireless LANS
transmit and receive data over the air, minimizing the need for wired connections.

The NIH wireless LAN allows a multi-vendor environment. It is configured to use client
adapters and access points from multiple vendors, so that any user’s client adapter card
can communicate with any vendor’s access point, providing a seamless wireless network.
The wireless LAN uses NIH-wide standard encryption standards as recommended by the
National Institute of Standards and Technology (NIST). This ensures privacy of data, as
required by the Health Insurance Portability and Accountability Act (HIPAA) of 1996.

1.1 Purpose

This document contains the standard operating procedures for setting up wireless LAN
client access for NIH staff using Cisco technology.

1.2 Scope

This document provides procedures for the following tasks:

e Installing the Cisco wireless client adapter driver for Windows and Macintosh

e Installing the Cisco Aironet Client Utility (ACU) for Windows

e Configuring the Cisco Aironet Client Utility (ACU) for Windows and Macintosh

e Troubleshooting

1.3 Audience
These procedures are intended for:
e LAN Administrators

1.4 Materials Needed

Specific Cisco wireless adapter software and firmware is used for each operating system.
To set up wireless access you will need the following.

1.4.1 Drivers and Client Utilities (ACU) for Windows and Macintosh
The drivers and client utilities for each operating system are as follows:
e Windows NT/2000/XP (PCMCIA)
— Driver Version 8.3.10

— Client Radio Firmware Version 5.20.17
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— Aironet Client Utility (ACU) Version 6.1
e Windows 2000/NT/XP (Mini-PCl, built-in)

— Driver Version 3.5

— Client Radio Firmware Version 5.20.17

— Aironet Client Utility (ACU) Version 6.1
e Macintosh 9.x and OS X (10.1 or later)

— Driver Version 3.0

— Client Radio Firmware Version 4.25.30

— Aironet Client Utility (ACU) Version 3.0

1.4.2 Wireless Client Adapter Software Directory

The wireless client adapter software is found on the CD provided or at
http://sdp.cit.nih.gov/downloads/wireless.asp. For Cisco click Cisco Aironet Client
Software.

1.5 Wireless Authentication Overview

In the NIH wireless LAN environment the various vendors’ client adapters, client
utilities, and access points are configured to communicate using the NIH standard secure
access method. Two means are employed to secure data: 128-bit Wired Equivalent
Privacy (WEP) encryption is used when the link is established between the wireless client
and the access point. Virtual Private Networking (VPN) with Advanced Encryption
Standard (AES) 256 bit or Triple Data Encryption Standard (3DES) 168 bit (depending
on the client adapter used) is employed to encrypt NIH user data.

When the user turns on the computer, the wireless adapter tries to associate with the AP
via WEP key and Service Set Identifier (SSID), and sends a Dynamic Host Configuration
Protocol (DHCP) request to obtain an IP address from the DHCP server. The VPN client
then connects to the VPN concentrator and the user signs on using the NT domain
(Active Directory) credentials.

Users who are NIH employees authenticate through a VPN concentrator. NIH guests or
patients authenticate through Wireless Gateway servers using assigned user names and
passwords. Wireless Gateway-authenticated users have very limited Internet access,
while VPN users have the same network access as wired users. Note: At the
“Demilitarized Zone” (DMZ), security checks are applied to all traffic. If users do not
authenticate through VPN or Wireless Gateway, their packets will be dropped at the
wireless DMZ.

Authentication for NIH users connecting through the wireless LAN is the same as for
users connecting via the wired network. The wireless VPN servers and Wireless Gateway
participate in the single sign-on process, so that the same password is used to log on to
both the wireless and wired networks.
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The NIH wireless LAN is illustrated in Figure 1.
Figure 1. NIH Wireless LAN Overview
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2 Installing the Cisco Wireless Client Adapter Driver

This section explains how to install the Cisco client adapter driver for Windows
NT/2000/XP and Macintosh operating systems. The client adapter driver and client utility
can be downloaded from http://sdp.cit.nih.gov/downloads/wireless.asp.

2.1 |Installing the Driver for Windows NT

Windows NT supports the 2.4-GHz client adapter only. Therefore, a Windows NT driver
is not available for the 5-GHz client adapter. In addition, the laptop must be running
Windows NT Service Pack 3 or greater.

1. Download the driver from http://sdp.cit.nih.gov/downloads/wireless.asp and save
it in a desired folder, as follows:

a. Inthe Wireless Software list click Cisco Aironet Client Software.

b. Click Cisco Aironet Client Software and Installation Guide.
c. Save the file to a desired folder.

2. Double click the Windows-Client-Installation-Wizard-v11.zip icon to unzip the
file into the folder in step 1.

3. Double click Windows-Client-Installation-Wizard-v11.exe to extract the file
into the folder in step 1.

4. Insert the client adapter (PCMCIA) into the laptop’s PCMCIA slot. An error
message may appear indicating that a least one service or driver failed during
system setup. If this message appears, click OK.
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10.
11.

12
13

Follow the steps below to obtain an available interrupt request (IRQ):

a. Select Start > Programs > Administrative Tools > Windows NT
Diagnostics.

b. Click the Resources tab.

c. The used IRQs are listed in numerical order along the left side of the
Resources window. Write down the number of an IRQ that is not being used.
You will need this IRQ for step 9.

On the laptop desktop, double click My Computer, then select Control Panel >
Devices. Scroll down and select PCMCIA. Click Startup, select Automatic, and
click OK.

Select/Enter the path to where the driver is located (example: E:\wireless-
client\version-6.1\PCI-PCM\NT4.0\NDIS4).

In the Select OEM Option box, select the Cisco Systems Wireless LAN
Adapter and click OK.

Enter an available IRQ number, which you obtained in step 5.
Click OK/Close.

The Microsoft TCP/IP Properties window should open. If it does not open,
double click My Computer, Control Panel, and Network. Click Protocols,
TCP/IP, and Properties.

. Select Obtain an IP address from a DHCP server.

. Click Yes to restart the laptop.

The driver installation is complete.

2.2
1.

Installing the Driver for Windows 2000

Download the driver from http://sdp.cit.nih.gov/downloads/wireless.asp and save
it to a desired folder, as follows:

a. Inthe Wireless Software list click Cisco Aironet Client Software.
b. Click Cisco Aironet Client Software and Installation Guide.
c. Save the file to a desired folder.

Double click the Windows-Client-Installation-Wizard-v11.zip icon to unzip the
file into the folder in step 1.

Double click Windows-Client-Installation-Wizard-v11.exe to extract the file
into the folder in step 1.

Insert the client adapter (PCMCIA) into the laptop’s PCMCIA slot. Windows
2000 automatically detects it and briefly opens the Found New Hardware
window (Figure 2). The Found New Hardware Wizard window opens and
indicates that the wizard will help you to install the driver (Figure 3).
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Figure 2. Found New Hardware Window

Found New Hardware

Cizzo_Syztems 350 _Senies wirelezs LAN_Adapter

Figure 3. Found New Hardware Wizard Window

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
Thiz wizard helps pou inzstall a device driver for a

hardware device.

To continue, click Nest.

< Back Cancel I

o

5. Click Next. The Found New Hardware Wizard: Install Hardware Device
Drivers window is displayed (Figure 4).

Figure 4. Found New Hardware Wizard Window: Install Hardware Device Drivers

Found New Hardware Wizard

Install Hardware Device Drivers P
A device diiver is a software program that enables a hardware device to wark with
an operating system.

Thiz wizard will complete the inztallation for this device:

@ Cizco_Systems 350 Seres_Wireless LAM_Adapter

A device driver iz a software program that makes a hardware device work. Windows
needs driver files for your new device. Talocate driver filez and complete the
installation click Mest.

What do pou want the wizard to do?

& Search for & suitable driver For my device [recommendedg

™ Display a list of the knowe drivers for this device 2o that | can chooge a specific
driver

< Back I Mext > I Cancel I

6. Click Next. The Found New Hardware Wizard: Locate Driver Files window is
displayed (Figure 5).
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Figure 5. Found New Hardware Wizard Window: Locate Driver Files

Found New Hardware Wizard

Locate Driver Files M
Where do you want Windows to search for driver files?

Search for driver files for the following hardware device:

@ Cizco_Syetems 350 Series_wirelese LAM_Adapter

The wizard searches for suitable drivers in itz driver databaze on your computer and in
any of the following optional search locations that you specify.

To start the search, click Mest. | you are searching on a floppy dizk or CO-ROM drive,
inzert the floppy disk or CD before clicking Mext.
Optiohal search locations:
I™ | Floppy disk drives
i .

¥ Specify a lacation
I Micosoft Windows Lpdate

< Back I Mest > I Cancel I

7. Deselect the CD-ROM drives box and select the Specify a location box. Click
Next. The Found New Hardware Wizard: Specify Location window is
displayed (Figure 6).

Figure 6. Found New Hardware Wizard Window: Specify Location (1)

Found Mew Hardware Wizard x|
Insert the manufacturer's installation disk inta the drive
g zelected, and then click OK.

Cancel |

LCopy manufacturer's files from:

j Browsze... |

8. Inthe Copy manufacturer’s files from box enter the full path to where the driver
is located (example: E:\wireless-client\version-6.1\PCI-PCM\9X-Me-2K (Figure

7)).

Figure 7. Found New Hardware Wizard Window: Specify Location (2)

Found Mew Hardware Wizard |
Ingert the manufacturer's installation digk inta the drive oK. |
== selected, and then click OF.

Cancel

Copy manufacturer's filez from:

E:Mwirelezs-clientywersion-6.TWPCI-PCM S e- 2K j
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9. Click OK to continue. The Found New Hardware Wizard: Driver Files Search

Results window is displayed (Figure 8).

Figure 8. Found New Hardware Wizard Window: Driver Files Search Results

Found New Hardware Wizard

Driver Files Search Results o
The wizard has finished searching for driver files for your hardware device.

The wizard found a driver for the following device:

@ Cisco_Systems 350 Series ‘Wireless_LAN_Adapter

Windows found a driver for this device. Ta install the driver ‘Windows found, click Mest.

= e wireless-clientwersion-6.1%poi-pom’Ss-me-2k \netz500.inf

< Back

Cancel I

T

10. Click Next and wait while the driver is installed (Figure 9).

Figure 9. Found New Hardware Wizard Window: Hardware Install

Found New Hardware Wizard

Hardware Install P
Windows iz ingtalling drivers for your new hardware.

Cizco Systems 350 Seriez PCMCA wWireless
LA Adapter

Inztalling zoftware necessany to support your hardware. ..

< Back I TEst > | Carce! I

11. Click Finish to complete the install (Figure 10).
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Figure 10. Found New Hardware Wizard Window: Completed

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

Cisco Systerns 300 Series PCMCIA Wireless
LAM Adapter

Wwindows has finizhed instaling the software far this device.

To close this wizard, click Finish.

< Back LCancel I

12. If you are prompted to restart the laptop, click Yes.

The driver installation is complete.

2.3

Installing the Driver for Windows XP

The first release of Windows XP comes with native driver version 7.29, which is installed
automatically the first time you insert a client adapter. To upgrade the new driver for the
client adapter, perform the following steps:

1.

Download the driver from http://sdp.cit.nih.gov/downloads/wireless.asp and save
it to a desired folder, as follows:

a. Inthe Wireless Software list click Cisco Aironet Client Software.
b. Click Cisco Aironet Client Software and Installation Guide.
c. Save the file to a desired folder.

Double click the Windows-Client-Installation-Wizard-v11.zip icon to unzip the
file into the folder in step 1.

Double click Windows-Client-Installation-Wizard-v11.exe to extract the file
into the folder in step 1.

Insert the client adapter (PCMCIA) into the laptop’s PCMCIA slot. Windows XP
automatically installs the native driver. Continue the following steps to update the
driver.

Double click My Computer, Control Panel, and System.
Click the Hardware tab and Device Manager.

Double click Network Adapters and the Cisco Systems Wireless LAN
Adapter.

Click the Driver tab.
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10.

11.

12.

13.

14.
15.

16

18.
19.
20.
21.

22,

Click the Update Driver button. The Welcome to the Hardware Update
Wizard window is displayed.

Select the Install from a list or specific location (Advanced) option and click
Next.

When prompted to choose the search and installation options, select Don’t
search. I will choose the driver to install and click Next.

When prompted to select a network adapter to install, click Have Disk. The
Install From Disk window is displayed.

Click Browse. Select/Enter the path to where the driver is located (example:
E:\wireless-client\version-6.1\PCI-PCM\XP), then click Open.

Click OK. The Select Network Adapter window is displayed.
Select the Cisco Systems Wireless LAN Adapter and click Next.

. Click Finish when the installation is complete.
17.

Click Close to close the driver update window, then close the Device Manager
and System Properties.

Double click My Computer, Control Panel, and Network Connections.
Right click Wireless Network Connection and click Properties.
Select the Wireless Network tab.

Deselect the Use Windows to configure my wireless network settings
checkbox.

Click OK.

The driver installation is complete.

2.4 Installing the Driver for Macintosh

1.

Download the driver from http://sdp.cit.nih.gov/downloads/wireless.asp and save
it to a desired folder, as follows:

a. Inthe Wireless Software list click Cisco Aironet Client Software.

b. Click MACOSInstallv30.sit (the utility installer) and save the file to a desired
folder.

Open the folder on the hard drive where you expanded the utility installer (*.sit)
file.

Double click Cisco WLAN Install to activate the installer. (You should keep the
Cisco WLAN Install file in case you need to uninstall the client utility and driver
in the future).

If you are using Mac OS X, you must have administrator privileges for the
Macintosh. When the Authenticate window is displayed, enter your password in
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the Password field. Your Macintosh username will appear in the Name field.
Click Ok.

5. When the Cisco Aironet Wireless LAN Adapter Software window is displayed,
click Continue.

6. Click Accept for the terms and conditions of the Software License Agreement.

7. The Cisco WLAN Installer detects the computer operating system and displays
the appropriate installation window (see Figure 11 for Mac OS 9 and Figure 12

for Mac OS X).
Figure 11. Cisco WLAN Install Window (Mac OS 9)
CiscoWLAN Install ——————HH

Custom Install $
b 7 Macis 9 [B]

[tk space available: 2 2710008 Appro mate dick pace reeded | 1 1,7432'
Inztall Location
— Hemz will be inztalled on the disk ‘TS 3°

s

Figure 12. Cisco WLAN Install Window (Mac OS X)

e Ciscn WLAN Install
Custom Install _:| [ Read Me
b [ Macds X ]
Disk spaee availabe: 372 ADME Appraxinate dick e nevded 26 F90K
— mxtall Lecation
P 3
= Quit
it ‘ Hems will be nsdalled on fhe dizk "Tc0S K°
-
£ sl ) a
= B
o

8. When the Cisco WLAN Install window is displayed, perform the following
operations:

a. Expand the Mac OS 9 or Mac OS X software component list by clicking the
triangle.

b. Click Install to begin the installation process.

9. Click Continue when a window is displayed indicating the computer must restart
after installing the software.

10. A message appears indicating “One moment please...”, then a window is
displayed that shows the installation progress. After the files are copied to the
Macintosh hard disk, a window is displayed indicating that the installation was
successful. Click Restart to restart the computer and finish the client utility
installation.
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The driver installation is complete.

Note for Macintosh: It is not necessary to install the Cisco Aironet Client Utility
separately for Macintosh. Proceed to section 4, “Configuring the Cisco Aironet Client
Utility (ACU) for Wireless Client Adapter with Static WEP Option” on page 20.
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3 Installing the Cisco Aironet Client Utility (ACU) for Windows
Client

After successfully installing the appropriate wireless client driver for Windows
PC/Client, install the Aironet Client Utility on the client laptop. Use ACU version 6.1 for
Windows NT/2000/XP.

Follow the appropriate instructions for the Windows operating system, as follows:
e Section 3.1: Windows 2000 and XP
e Section 3.2: Windows NT

3.1 Installing the ACU for Windows 2000 and XP

1. Open the folder where you downloaded the wireless client software (see section
2).

2. Double click the Setup.exe icon to start the setup program.

Setup.exe

The Cisco Aironet Wireless LAN Client Adapter Installation Wizard is
displayed (Figure 13).

Figure 13. Cisco Aironet Wireless LAN Client Adapter Installation Wizard

Cisco Aironet Wireless LAN Client Adapter Installation Wizard ] 3

This wizard will help you ta install compatible drivers, client utilities, firmware, and security
rnodules.

Lﬁ + Express Installation/ U porade [recommendedf

" Custom Installations) parade

" Uninstall &1 Components

Mext I Cancel I Help I

3. Select Express Installation/Upgrade (recommended) and click Next. The Cisco
Aironet Application Installer window is displayed while the ACU is installing
(Figure 14). Then a message is displayed asking if you want to reboot the
computer (Figure 15).
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Figure 14. Cisco Aironet Application Installer Window

Cisco Aironet Application Installer operating

Figure 15. Reboot Message
| cappinst X

& ou must reboot your computer For changes to take effect. Do you wish to rebook now?

4. Click Yes to reboot the computer.

Proceed to section 4.1, “Configuring ACU for PC Client”, on page 20 to configure
wireless access.

3.2 Installing the ACU for Windows NT

1. Open the folder where you downloaded the wireless client software (see section
2).

2. Double click the Setup.exe icon to start the setup program.

Setup.exe
The Cisco Aironet Wireless LAN Client Adapter Installation Wizard is
displayed (Figure 16).
Figure 16. Cisco Aironet Wireless LAN Client Adapter Installation Wizard

Cisco Aironet Wireless LAN Client Adapter Installation Wizard o ] 3

This wizard will help pou ta install compatible drivers, client utilities, firmware, and security
modules.

‘j & Ewpress Installabon/Upgrads [recommendedk

= Custom Installation/U pgrade

= Uninstall &1l Components

MNest I Cancel Help
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3. Select Express Installation/Upgrade (recommended) and click Next. The
Installable Drivers window is displayed (Figure 17).

Figure 17. Installable Drivers Window

Installable divers:

[ |Cigco Systems mini-PCl wWireless LAM Adapter

[ 1Cizco Systemns 340 Senes PCMCIA Wireless LAM Adapte

[ |Cigco Systems 350 Seres PCMCLA Wireless LAM Adapte
\ [ 1Cizco/Aironet 4800 Senes PCMCLA Wireless LAN Adapte

[ 1Cizco Systems 340 Series PCl Wireless LAN Adapter

[ 1Cizco Systemns 380 Senes PCl 'Wireless LAM Adapter

[ 1Cizcoddionet 4300 Series PCl wWirsless LAM Adapter

[1Cizco Systens 340 Seres 1S4 Wireless LAM Adapter

Back | [{est | Cancel | THElR T

4. Select the appropriate model for the Cisco wireless client, for example, Cisco
Systems 350 Series PCMCIA Wireless LAN Adapter (Figure 18).

Click Next.

Figure 18. Installable Drivers Window — Example
Installable drivers:
[ 1Cizco Systems min-PCl Wireless LAM Adapter
[|Cigco Systems 340 Seres PCMCLA Wireless LAM Adapte
]! T eless LAM Adapte

\ [1CH PCMCLA wireless LAN Adapt
[ 1Cizco Systemns 340 Senes PCl 'Wireless LAM Adapter
[ 1Cizco Systems 360 Seres PCl Wireless LAN Adapter
[C1CizcodAionet 4800 Series PCl wWireless LAN Adapter
[ 1Cizca Systerns 340 Series 1S4 Wireless LAN Adapter

Back | Mext | Cancel | Help |

5. The Cisco Installation Wizard File Copier window is displayed (Figure 19),
indicating that the installation is in process.
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Figure 19. Cisco Installation Wizard File Copier Window

Cisco Aironet Installvizard is copying files

Next, the Cisco Aironet Wireless LAN Adapter Setup window is displayed
(Figure 20).
Figure 20. Cisco Aironet Wireless LAN Adapter Setup Window

Cizco Aironet Wireless LAN Adapter Setup Ed

Property: W alue;

Attribute Memon Baze Adddred8 I -
Client M arme I J

[rata Rates

Infraztructure Mode

|Hterrpt

|0 Baze Address [hexadecimal]
b agic Packet Mode

Power Save Mode

S5iD

Cancel |

6. Click OK to continue the installation. The Bindings Storing window and
Microsoft TCP/IP Properties window are displayed (Figure 21 and Figure 22).

Figure 21. Bindings Storing Window

Storing binding configuratian...
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Figure 22. Microsoft TCP/IP Properties Window
Microsoft TCP/IP Properties EE

IP Address | DNS | WINS Address | Routing |

An |P address can be automatically assigned to this nebwork, card
by a DHCP zerver. |f your netwark. does not have a DHCP server,
azk pour network, administratar for ah addrezs, and then tpe it in
the space below.

Adapter:

1] Roamédbout 202,11 DS

¥ Obtain an IP address from a DHCP server

— ' Specify an |P address

B ddress: |

St ilashs |

[refanlh [matemam I

Advanced... |
0k I Cancel | Aol |
7. Onthe IP Address tab of the Microsoft TCP/IP Properties window, click the

down arrow in the Adapter box and select the client you are installing. Example
(Figure 23):

Cisco Systems 350 Series PCMCIA Wireless LAN Adapter
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Figure 23. Microsoft TCP/IP Properties Window — Client Selected

Microzoft TCP/IP Properties K E

I Address | DNS | WINS Address | Routing|

An IP addressz can be automatically azzigned to thiz netwark, card
by a DHCP zerver. [ pour network does nat have a DHCP server,
azk pour network. adminiztrator for an address, and then type it in
the space below.

Adapter:

LaM Adapter

¢~ Obtain an IP addiess from a DHCP server

— % Specify an IP address

|P Address: |

Subnet b azk: |

D efault G ateway: |

Advanced... |
(] I Cancel | Sl |

8. Select Obtain an IP address from a DHCP server. A Microsoft TCP/IP
warning window is displayed (Figure 24).

Figure 24. Microsoft TCP/IP Warning Window

DHCF protocol will atternpt to automatically configure your workstation during system initizlization. Any parameters
specified in these property pages will overnide any values obtained by DHCF. Do you want to enable DHCP?

o |

9. Click Yes to continue. The Microsoft TCP/IP Properties window is displayed
again (Figure 25).
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Figure 25. Microsoft TCP/IP Properties Window
Microzoft TCP/IP Properties K E

I Address | DNS | WINS Address | Routing|

An IP addressz can be automatically azzigned to thiz netwark, card
by a DHCP zerver. [ pour network does nat have a DHCP server,
azk pour network. adminiztrator for an address, and then type it in
the space below.

Adapter:
|[2] Cisca Systems 350 Series PCMCIA Wireless LAN Adapter |7 |

& 0btain an |P addiesz from a DHCP server

— ' Specify an IP address

|Fddress: |

| = |

[refault Fateran |

Advanced... |
(] I Cancel | Apply |

10. Click OK to continue. The Cisco Aironet Application Installer window is
displayed (Figure 26), followed by a reboot warning message (Figure 27).

Figure 26. Cisco Aironet Application Installer Window

Cisco Aironet Application Installer installing ACU

Figure 27. Reboot Warning Message

& “Y'au vzt reboot vour computer for changes to take effect. Do you wizh to reboot now?
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11. Click Yes to reboot the computer.

Proceed to section 4.1, “Configuring ACU for PC Client”, on page 20 to configure
wireless access.
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4 Configuring the Cisco Aironet Client Utility (ACU) for
Wireless Client Adapter with Static WEP Option

This section explains how to configure the Aironet Client Utility with the static WEP
option in order for the computer/client laptop to access the wireless network.

4.1 Configuring ACU for PC Client

1. Double click on the ACU icon to open the Aironet Client Utility window for
wireless client adapter setup (Figure 28).

Figure 28. Aironet Client Utility Window (Client Adapter Setup)

Enirunet Client Utility - Current Profile: Driver Advanced Tab Sekti =10 x|

Commands Opkions  Help

8 kB @ B w @ e H ¢ Q@
Select  Profile  Skatus  Statistics  Load  Link Test  Site Link  Preferen  Help About
Profile  Manager Firmware Survey  Status,.. ces

Cisco SYSTEMS

®

Airronet Chient Utility V6.1

Your 350 Series is Mot Associated! | 9:10 AM &

2. Click the Profile Manager icon. The Profile Manager window is displayed
(Figure 29).

a. Inthe Profile Management box, click Add and enter the profile’s name.
Example:

NIH-WLAN
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Figure 29. Profile Manager Window

Profile Manager

b. Click Apply. The 350 Series Properties window is displayed (Figure 30).
Figure 30. 350 Series Properties Window

350 Series Properties - [NIH-WLAN]

3. Select the System Parameters tab in the Series Properties window (Figure 31).

a. Enter the Service Set Identifier (SSID) to identify the specific wireless
network to be accessed. Two SSIDs are used: the first is for guest users, the
second for NIH users. Note: This parameter is case-sensitive.

In the SSID1 box enter

<NIH standard SSID for guest>
In the SSID2 box enter

<NIH users standard SSID>
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b. Inthe Power Save Mode box make sure that CAM (Constantly Awake
Mode) is selected.

c. Inthe Network Type box make sure that Infrastructure is selected.

Figure 31. 350 Series Properties Window: System Parameters Tab
x|

System Parameters | RF Networkl Advanced [Inlrastruclure]l Metwork Securityl

Client Mame:

55ID7:

ssiD2: |
35ID3: |

+ CAM [Constantly Swake Mode] ¢ AdHoc
" Max PSP [Max Power Savings) * |nfrastructure
" East PSP [Power Save Mode]

|'F‘owcr SaveMode: —— Metwark Type:

Defaults |
QK I Cancel | Help |

Note: If you leave Network Type blank (default), your PC/Client adapter can
associate to any access point on the network that is configured to allow broadcast
SSID.

In the NIH wireless setting, the access point with which the client adapter is to
communicate is not configured to allow broadcast SSID. The value of the
Network Type parameter must match the SSID of the access point. If it does not
match, the client/PC adapter cannot access the network.

4. Select the RF Network tab (Figure 32) in the Series Properties window.
a. Inthe Data Rate box make sure that Auto Rate Selection is selected.

b. Make sure that the Use Short Radio Headers checkbox is selected. Short
Radio Headers improve throughput performance.
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Figure 32. 350 Series Properties Window: RF Network Tab

350 Series Properties - [NIH-WLAN]

Carrier/Cornelation [Can’Cm

[k ] _Cocdd | b |

5. Select the Network Security tab (Figure 33).

a. Inthe Network Security Type box, select None.
Figure 33. 350 Series Properties Window: Network Security Tab (1)

350 Series Properties - [NIH-WLAN]

Canfigure....

b. Inthe WEP box select Use Static WEP Keys (Figure 34). Two WEP keys
are used: the first is for guest users, the second for NIH users.
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Figure 34. 350 Series Properties Window: Network Security Tab (2)

350 Series Properties - [NIH-WLAN]

Configure....

c. Inthe WEP Key Size column of the Static WEP Keys box select 128 for
WEP Key 1 and enter the <NIH standard WEP encryption key
for guests> (Figure 35).

Figure 35. 350 Series Properties Window: Network Security Tab - WEP Key 1 (Guest)

350 Series Properties - [NIH-WLAN]

d. Again in the WEP Key Size column select 128 for WEP Key 2 and enter the
<NIH users standard WEP encryption key> (Figure 36).
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Figure 36. 350 Series Properties Window: Network Security Tab — WEP Key 2 (NIH)

350 Series Properties - [NIH-WLAN] &3]
Spstem F’arameters] RF Netwark. I Advanced [Infrastructure)  Metwork Security 1
’ WEP:
Metwork Security Type:
" No'WEP
Mone j | + lge Static WEP Keps
~
Static 'WEP Keys
“WEP Key Enty Method: Accesz Point Authentication:
+ Hexadecimal [0-9, &F) &+ Open Authentication
O ASCI Test " Shared Key Authentication
Already Tranzmit WEP Key Size
Set? Key 40 128
I wEPKeyl: | ¥ g
| owEPKeyz L LA
I wWEPKeyd | o
I wWEPKeps | o .
[ &llow Association to Mixed Cells Defaults
QK | Cancel | Help |

6. Click OK all the way out. The message “Your 350 Series is Associated to <name-
of-AP>" should be displayed at the bottom of the window (Figure 37).

Figure 37. WEP Authentication Window

Enirnnet Client Utility - Current Profile: NIH-WLAN =101 x|
Commands  Options  Help

e B Q9 @ ¥ w @ e 7 ¢ @

Select  Profile  Stabus  Stakistics  Load  Link Test  Site Link  Preferen  Help About
Profile  Manager Firmware Surwey  Skatus... Es

Cisco SYSTEMS

®
Aironet Client Utility V6.1

‘four 350 Series is Associated to ap1200 [z:51PM 4

4.2 Configuring ACU for Macintosh Client (Cisco PCMCIA Adapter)

The Aironet Client Utility allows you to enable or disable static WEP and to configure
the SSID and static WEP keys. Note: The Macintosh operating system must be OS 9.x or
above to run the client utility.

Follow these steps to configure wireless access for NIH users. For guest users, repeat
these steps and enter the correct guest SSID and WEP key for guest. Multiple profiles are
not supported.

1. On the desktop click the Aironet Client Utility icon.
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If the client utility is not active on the desktop, do the following:

From the Finder menu bar at the top of the screen, select Go and click
Applications. The Applications window is displayed.

2. Click the Aironet Client Utility icon. The client utility window is displayed, and
the computer searches for the client adapter radio. After the radio is found, the
Cisco pcm340 - Basic Properties window is displayed (Figure 38).

Figure 38. Basic Properties Window

(| Cisco pcm40 = Basic Properties B

Status

Card associated AP'CiscoAPIST IF address 209,165 200227

Radio

Radin status: on Turn radio off

Radio 1D O0:40:06:36:8 1:0%

RNetwork

[ computer to base station % |

Sl el el
[] 5% 100%

Base station 10x 004096258540

Security
[J Enable WEP [J Enable LEAF

[ ok )| [cancel] [(Helw | i

a. Inthe Network box make sure the SSID matches the access point’s SSID.
Enter

<NIH standard SSID>
b. In the Security box select Enable WEP.
3. Inthe Edit drop-down menu select WEP Keys (Figure 39). Enter

<NIH standard WEP encryption key>
Figure 39. Edit Drop-Down Menu

File d Windows Help

Undo Typing %7
Cut ®X
Copy =
Paste v
Clear

Select All A
WEP Keys .. K
LEAP user & password .. L
Load firmware ... XF

4.3 Configuring AirPort Client on Macintosh 9.X (AirPort Built-in Adapter)

Follow these steps to configure wireless access for NIH users. For guest users, repeat
these steps and enter the correct guest SSID and WEP key for guest. Multiple profiles are
not supported.

1. On the desktop, click the Apple icon and select AirPort.
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2. Under AirPort Network/Choose network, select Other.

3. The name/password of the AirPort Network screen is displayed. Enter the
following:

a. Name: Enter <NIH standard SSID>
b. Password: Enter <NIH standard WEP encryption key>
4. Click OK. You should see the signal level under the Status.

4.4 Configuring ACU for Macintosh Client OS X (AirPort Built-in Adapter)

Follow these steps to configure wireless access for NIH users. For guest users, repeat
these steps and enter the correct guest SSID and WEP key for guest. Multiple profiles are
not supported.

1. On the desktop click the Macintosh HD icon. The Macintosh HD window is
displayed (Figure 40).
Figure 40. Macintosh HD Window

806 3 Mazintoah HO =

mem ® O @ A

Waa Cormpuid  Hormt  Foworliwi

17 awwen, 6500 CR pepiable

2. Double click the Applications folder icon. The Applications folder is displayed
(Figure 41).
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Figure 41. Applications Folder

eoe 8 Applications [=]
IR i R
ew Computer  Mome  Favarites Apglications Searcn
50 meme, 65.02 OO wvailaie
T— "~ Date Modified Size  wind
10 deMaker Pro b Folder UJIIUL, 3A% PN - Faolder
[ CraghicConverter US 916/ 02, 4-07 PM —  Folder
= ical 1/10/03, 332 ™ = Agplication
M ichat 1171702, 402 P —  Asplieation
[ iovo 2 7120702, 11:23 AM -~ Folder
i image Capture 9/10/02, 12:32 PM —  Agplicsion
B iMovie BIT102, 12:46 P == Application 1
10 inssatiers Tr23102, 11:39 AM -~ Foker
T intemas Connest TIRDIOE, 4:10 AM == Applicwion
B inteener Explorer 10/4/02, 1134 PM = Applicmion
™ imata 97702, 1246 P == Applicstion
@ isyme 1003, 34T M - Appication
1 iTumes 9/19/02, 223 MM = Application
i 1178/02, 300 M - Apphcation
i Microsoft Office X 97702, 2:45 PM - Falder
R4 Norton AntiVine 979702, 10:12 AM AKE Al
| » [ orten Solutions 117802, 437 Put - Falder |

|4 Otto Matic™ T123/02, 225 AM - Failder
1 pcalc 2 1148701, 300 AM -~ Folder
1J PeConverter 2.1.0 TI20/02, 235 AM -~ Falder
W Preview 1171/02, 402 P -~ Application
[ Quicken 2002 Deluxe FI2102, 223 AM —~  Folder
@ QuickTieme Player 12/16/02, B39 P - Applicstion
B shediock 1113/02, 4:02 P —  Agplication

3. Double click Internet Connect to open the application.
'E_(
Internet Connect
The AirPort window is displayed (Figure 42).
Figure 42. AirPort Window
86 AlrPort

Configuration: | AirPort —ﬂ E*]
AirPort Power: On " Turn AirPort OFf
Network: | No Network Selected .

E Show AirPort status in menu bar
Signal Level:

Base Station I1D: Not Available
Status: Status not available

a. Inthe Configuration box scroll down and select AirPort.
b. For AirPort Power, make sure the AirPort is turned On.

c. Inthe Network box scroll down to select Other. The AirPort Name and
Password window is displayed (Figure 43).
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Figure 43. AirPort Name and Password Window

5] AlrPon

Enter the name of the AirPort network to join and { fal
the optional passward, ==

Name; |

Password:

Status: Stmus Aot reailable

d. Inthe Name box enter <NIH standard SSID> for the name of the
AirPort network to join.

e. Inthe Password box enter <NIH standard WEP encryption keys.

f. Click OK. The AirPort window is displayed showing the configuration
(Figure 44). (The production SSID you entered appears in the Network box.)

Figure 44. AirPort Window with Configuration

8o AlrPort
Configuration: | AlrPort 5 E’
AirPort Power: On Turn AirPort Off )
Metwork: | E

E Show AlrPort status in menw bar

Signal Level:
Base Station ID: 00:0a:-8a-5f33:8f

Status: Statws not available
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5 Troubleshooting

This section provides information to help solve problems relating to wireless LAN
access.

5.1 System Requirements
To access the wireless LAN you will need at least the following for PC or Macintosh.

5.1.1 PC System
PC system requirements are:
e Windows NT, 2000, or XP
e 486 (33-MHz) processor
e 16 MB RAM
e 39 MB free disk space
e VGA+ compatible display adapter
e 256 colors or at least 16 shades of gray
e 640 x 480 resolution monitor
e CD-ROM drive

5.1.2 Macintosh System
Macintosh system requirements are:
e Mac OS 9.x (Cisco PCMCIA) or above (Mac OS X version 10.1 or later)
e Power PC processor
e 32 MBRAM
e 23 MB disk space
e 256 colors or 16 shades of gray
e 640 x 480 resolution monitor
e CD-ROM drive

e Open Transport Connectivity

5.2 Troubleshooting Procedures
This section explains the procedures for troubleshooting the wireless client.
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5.2.1 User can authenticate through wireless LAN but cannot access the Internet
or network

When a user is able to authenticate through the wireless LAN but cannot access the
Internet or network, the reason may be that the user statically assigned an IP address to
the wireless client adapter in the TCP/IP settings. Follow the steps below to verify and
change the TCP/IP settings.

1. Double click the Aironet Client Utility icon on the desktop to bring up the ACU.
Verify the name of the access point.

2. Click the Status icon on the ACU window to display the 350 Series Status
window (Figure 45). Verify the IP address of the access point.

Write down the access point IP address from the bottom of the Status window
(example: 128.231.217.98). You will need this information later to verify
whether a user is on the same network as the access point.

Figure 45. 350 Series Status Window

Current Power Lewel
Aywailable Power Levels

x
Device = 350 Series PCMCLA
Serial Number = WEMOB14047P
W anufacturer = Cisco Systems, Inc.
Firmware Yersion = WB.2017
EBoot Block Yersion = W1.50
NDIS Driver Version = w8310
Default Prafile = WPN1
Curent Profile = WPN1
Using Shart Radio Headers = Yes
Using Meszage Integrity Check = MNo
Server Based Authentication = MNone
WEP [wired Equivalent Privacy) = Enabled
Authentication Type = (Open
Antenna Selection = Rux-»Diversity Tx->Diversity
Channel Set = North America
Client Name = CITDNSTYANKLTH
MAC Address [Factary) = 00:09:7C:31:89:1E
IP &ddress = 1592168110
Current Link Speed = 11 Mbps
[Data Rate = Auto Rate Selection

il
1.5, 20, 30, 50, 100 mw

Channel [Frequency] 1 [2412 MHz]

Status = Associated

5510 = wpnl

Metwork Type = Infrastructure

Power Save Mode = [CAM

Azzociated Access Point Name = apl200

Assooiated Access Point |P Address = 128231.217.98

Aesociated Access Point MAC = O0:0C:E5DAEC:E
Current Signal Strength 100%
Currert Signal Quality 91%
Ovverall Link Quality Excellent

3. Open the command line window as follows:
a. Click Start and select Run.

b. Enter cmd (for Windows 2000 and XP) or command (for Windows 9x, Me,
and NT) in the Open box (Figure 46).
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Figure 46. Run Window

Run 2 x|

2= Type the name of a program, folder, document, ar
i Internet resource, and Windows will open it For vou,
Open: =l

ik | Zancel | Browse, ., |

c. Click OK to open. The Command Line window is displayed (Figure 47).

Figure 47. Command Line Window

C:AWINNT'system3z'.cmd.exe

Microsoft Windows 2000 [Version 5.9@.2195]
C) Copyright 1985-2000 Microsoft Corp.

C:\Documents and Settings:\tangh.NIH\Desktop>

4. Atthe command line prompt type ipconfig. Example:
C:\Documents and Settings\tangh.NIH\Desktop>ipconfig

Press Enter to obtain the TCP/IP settings for the wireless client adapter (Figure
48).

Figure 48. TCP/IP Settings (Static)

NNT!system32\cmd.exe

Microsoft Windows 2008 [Version 5.0@0.2195]
(C) Copyright 1985-2000 Microsoft Corp.

C:\Documents and Settings“tangh.NIH\Desktop>ipconfig
lWindows 20080 IP Configuration
Ethernet adapter Local Area Connection 3:
Connection-specific DNS Suffix . :
IP Address ¢ 192.168.1.1@

1 255.255.255.0
: 192.168.1.1

Ethernet adapter Local Area Connection:
Media State : Cable Disconnected
C:\Documents and Settings>tangh.NIH\Desktop>

5. Verify whether the IP address is in the same network as the access point. In this
example the wireless client adapter was set on the 192.168.1.0 network but the
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access point is on the 128.231.217.0 network (see Figure 45). Continue with step
6 to change the TCP/IP setting.
6. On the desktop, right click My Network Places (for Windows 2000 and XP) or

Network Neighborhood (for Windows NT). Select Properties. The Network
and Dial-up Connections window is displayed (Figure 49).

Figure 49. Network and Dial-up Connections Window

4 Network and Dial-up Connections _ |E||i|
File Edit ‘ew Favoribes Tools  Advanced Help ﬁ

dmEBack - = ~ | @ search  [YFolders £% | FEgLr O o) | EE-
Address I Metwork and Dial-up Connections j @GO

Make MNew Local Area

I
Network and Dial- Connection  Connection
up Connections

=1 =1 - el
[ EL

Local Area Connection 3
Type: LAN Connection

Status: Enabled ;l
|Cisco Systems 350 Series PCMCLA Wireless LAN Adapker 4

7. Right click the Wireless Network Connection icon. Select Properties. The
Local Area Connection Properties window is displayed (Figure 50).

Figure 50. Local Area Connection Properties Window

Local Area Connection 3 Properties e

General | Sharing |

Connect using:

I B8 Cisco Systems 350 Series PCMCLA Wireless LAM Adapter

Components checked are used by this connection:

Client for Microzoft Hetworks
Deterministic Metwork Enkancer
File and Printer Sharing for Microsaft Nebworks

EIrternet Pratocol [TCPAAP)
Inztall... Uninztall Properties
— Description

Transmiggion Control Pratocol/Intermet Protocol. The default
wide area network, pratocal that provides communication
acrozs diverse interconnected networks.

™ Show icon in taskbar when connected

Ok, | Cancel |

8. Highlight Internet Protocol (TCP/IP) and click Properties. The Internet
Protocol (TCP/IP) Properties window is displayed (Figure 51).
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Figure 51. Internet Protocol (TCP/IP) Properties Window
General I

r'ou can get |P gettings assigned automatically if pour network, supports
thiz capability. Othemwize, pou need to ask your network, administratar for
the appropriate P settings.

" Obtain an IP addiess automatically

— % ilse the following [P addess:

IF address: 192 168 . 1 .10
Subnet mask: I 2RR 28R 285D
Default gateway: 192 0168 . 1 .1

= [btain DMNS server address automatically

% Use the following DNS server addresses;

Preferred DNS server: I . . .
Alternate DMS server: I . . .

Advanced... |
Ok I Cancel |

9. Select the Obtain an IP address automatically and Obtain DNS server address
automatically radio buttons as shown in Figure 52.

Figure 52. Select Automatic Settings
General I

“r'ou can get IP zettings azzigned automatically if pour network, supports
thiz capability. Othemwise, wou need to ask your network. administrator for
the appropniate IP zettings.

& Obtain an IP address automatically

—{" Usze the fallawing IP address:

1P address: I . . .
Subnet mask: I . . .
Defauls gateway: I . . .

& i[btain DMNS server address automaticalls

—{ Usze the following DNS server addresses:

Erefened DH S semer: I . . .
Lilternate DS semver I . . .

Advanced... |
0K I Cancel |

10. Click OK. The Local Area Connection Properties window is displayed.

11. Click OK to accept changes.

12. Go to the command line prompt and execute the ipconfig/renew command
to renew the IP address. After the IP address renewal process completes, the new
IP address should be displayed (Figure 53). Example: 128.231.217.100.
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Figure 53. TCP/IP Settings (Dynamic)

[ C:\WINNT \system32\cmd.exe

Microsoft Hindows 2000 [Version 5.88.2195]
(C) Copyright 1985-2000 Microsoft Corp.

C:“Documents and Settings\tangh.NIH\Desktop>
Windows 2000 IP Configuration

Mo operation can be performed on adapter Loc
n has its mediascable disconnected.

Ethernet adapter Local Area Connection 3:

Connection-specific DNS Suffix

Ethernet adapter Local Area Connection:
Media State
C:“Documents and Settings:\tangh.NIH\Desktop>.

: Cable Disconnected

ipconfig Zrenew

al Area Connection as this connectio

13. Open the VPN client and try to authenticate through the VPN concentrator.

14. Open Internet Explorer to verify that you are able to access the Internet.

5.2.2
When users cannot to authenticate through the

1. Verify that users enter the correct NIH
encryption key.

Users are unable to authenticate through wireless LAN

wireless LAN, do the following:
standard SSID and NIH standard WEP

Verify that users are using adapter driver 8.3.10, radio firmware 5.20.17, and

ACU Version 6.1 Do the following to verify adapter driver, radio firmware, and

ACU version.

Note: If the client is using the Cisco integrated Mini PCI wireless adapter, the
adapter driver should be 3.5 and the radio firmware should be 5.20.17.

a. Double click the Aironet Client Utility icon on the desktop to bring up the
ACU. You can verify the version of ACU from the Aironet Client Utility

window (Figure 54).

Figure 54. Aironet Client Utility Window (Verify ACU Version)
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b. Click the Status icon. The 350 Series Status window is displayed (Figure

55).
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Figure 55. 350 Series Status Window

zl

Device = 350 Series PCMCIA

Serial Mumber = VEMOE14047P

b anufacturer = Cigco Spstems, Inc.

Fimware Yersion = ¥az2017

Boot Block Version = V160

NDIS Driver Versian = V8310

Default Prafile = wpnl

Current Prafile = wpnl

Using Shart Radio Headers = Mo

Using Message Integity Check, = Mo

Server Based Authentication = Mone

WEP [wired Equivalent Privacy] = Enabled

Authentication Type = Open

Antenna Selection = Ru-»Diversity Tu->Diversiy

Charnel Set = Marth America

Client Name = CITDNSTYANKLTI

MA&LC Address [Factory] = 00:09:7C:31:89.1E

IP Address = 000

Current Link Speed = Unknown

Data Rate = Auto Rate Selection

Current Power Level = i

Ayailable Power Levels = 1.5.20,30,50, 100 i

Channel (Freguency] = B [2437MHZ)

Status = Mot Associated

SSID = Hed

Metwork Type = Infrastructure

Power Save Mode = CaM

Azsociated Access Point Mame = Mot Associated

Agsociated Access Point IP Address = Mot Associated

Agsociated Access Point MAC = Mot Associated
Current Signal Strength
Curee S Dy
Overall Link Quslity Not Associated

Help

c. Inthe 350 Series Status window verify the following:
1) Adapter driver version: NDIS Driver Version = V8.3.10
2) Radio firmware version: Firmware Version = V5.20.17

3. If users use an older version of the software, do the following to update the
software.

a. Download the software from http://sdp.cit.nih.gov/downloads/wireless.asp

b. Follow section 3, “Installing the Cisco Aironet Client Utility (ACU) for
Windows Client”, to upgrade the ACU to version 6.1.

Note: During installation the client adapter must be inserted in the laptop in
order to upgrade the client radio firmware and driver. The setup process then
can upgrade the client radio firmware and driver to versions that are
compatible with ACU version 6.1.

c. Login to the system and test the wireless connection.

d. Double click the Aironet Client Utility icon on the desktop, then click the
Status icon on the 350/Series Status window to verify the following:

1) Adapter driver version: NDIS Driver Version = V8.3.10
2) Radio firmware version: Firmware Version = V5.20.17

e. Reboot and login to the domain to verify that the client is able to associate
with the access point and establish the network connection.
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5.2.3

User removes the drivers and can’t reinstall them

When a user removes the client adapter drivers and can’t reinstall them, do the following:

1.
2.

524

Unplug the PCMCIA wireless adapter.

Locate the PCX500.8YS, VXDX500.VXD, NETX500.INF,and
PCX500mp.SYS filesin the C: \Windows\system,
C:\Windows\system32, C:\Windows\system32\drivers,
C:\Windows\system32\dllcache and/or C:\Windows\inf folders,
depending on the version of Windows the user is running. Delete the files.

Reboot the system.

Plug in the PCMCIA wireless adapter and follow the instructions in section 2,
“Installing the Cisco Wireless Client Adapter Driver”, to reinstall the adapter
driver.

After the system boots up, log in to the system and reconfigure the Aironet Client
Utility (ACU) because when the client adapter driver is removed, the ACU profile
is also removed automatically. Follow the instructions in section 4.1,
“Configuring ACU for PC Client”, to reconfigure the ACU and test the wireless
access.

Cisco Aironet client is unable to associate with access point

When the Microsoft Windows Update feature is used to update the Cisco Aironet adapter
driver to version 8.3.10 via wireless LAN on Windows 2000 and XP, the client will be
unable to associate with the access point every time the computer is rebooted. This is
because the old Aironet Client Utility (ACU) version 5.x and Radio Firmware version
4.25.30 are not fully compatible with the new Cisco Aironet adapter driver version

8.3.10.

Therefore, users need to upgrade the ACU to version 6.1 and Radio Firmware to version
5.20.17. Follow these steps for software download and update:

1.
2.

Go to http://sdp.cit.nih.gov/downloads/wireless.asp.

In the Wireless Software list click Cisco Aironet Client Software and
Installation Guide to download and save the following file to a desired folder:
Windows-Client-Installation-Wizard-v1l.zip.

Insert the PCMCIA Cisco Aironet Client adapter.

Double click on Windows-Client-Installation-Wizard-v11.zip and extract it to
the same folder used in step 2.

Follow the instructions in section 3 to install the new Cisco Aironet Client Utility
(ACU), Radio Firmware, and Client Adapter driver.

If necessary follow the instructions in section 4 to reconfigure the ACU.s
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6 References
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